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 Alkylarylpolysiloxane fluid 
Release agent for molding, extruding and fabricating rubber and plastic parts, and in die 
casting metals 
 

Features & 
Benefits 
 

 Compatible with most organic coatings and adhesive systems, and permits subsequent 
coating of fabricated parts without requiring unusual or extraordinary surface 
preparation 

 Imparts good gloss and color enhancement 
 Easy application/buffability 
 Gives very good durability 
 Provides a heat-stable film 
 Clean and easy release of plastics and rubbers 
 Effective release (parting) agent for die cast metals 
 Molded parts can be coated/painted/plated without excessive cleaning 
 Appearance of treated part is unaltered 
 Good thermal stability allows repeated use at high temperatures without natural 

breakdown and consequences (build-up on mold etc.) 
 Mold and die replacement is minimized (reduced maintenance cost) 
 

Applications 
 

 May be formulated into automotive polish products for use in garages and body shops 
where polydimethylsiloxanes could give rise to re-coatablity problems. 

 Release agent in the production of floor mats and tiles, seals, grommets, gaskets, toys, 
paneling, decorative trim, household appliance assemblies and similar plastic and 
rubber products that are coated, painted, plated or bonded. 

 Parting agent in die casting of aluminum, zinc, magnesium and other metals that are 
subsequently painted, bonded or plated. 

 Additive or plasticizer in rubber and plastics formulations, including plastisols. 
 When added as a built-in lubricant the fluid can facilitate the assembly of mechanical 

components and can act as a lubricant in service. 
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Typical Properties 
Specification Writers: These values are not intended for use in preparing specifications. 
 

CTM1 Property Unit Result 

0176 Color physical form  Clear light straw-colored pourable liquid 

 Color, APHA, maximum  150 

0001 Specific gravity at 25°C/15.6°C  0.90–0.92 

0862 Active content % 100 

0004 Viscosity at 25°C (77°F) mm2/s 1200 

0002 Refractive index at 25°C (77°F)  1.4635–1.4665 

0021 Flash point °C (°F) > 93 (200) 

 
1. CTM: Corporate Test Method, copies of CTMs are available on request. 

 
Description Release Applications 

XIAMETER™ OFX-0203 Fluid is a release agent that in most cases provides a heat-stable 
film that does not carbonize at temperatures that quickly destroy many organic mold release 
agents. 
 

How to Use Auto/Home Care 
Incorporate into products by adding 0.5–5.0% to the aliphatic hydrocarbon solvent phase by 
low shear mixing. 
 
Application Methods Silicone 
Fluids and Release Applications: 
XIAMETER™ OFX-0203 Fluid should can be diluted with solvent prior to use. A common 
dilution ratio is 100 parts solvent to one part fluid. However, tests should be conducted 
under actual production conditions to determine the most suitable concentration and 
frequency of application for specific uses. Suitable diluents include most aliphatic and 
aromatic hydrocarbons and chlorinated solvents. The diluted solution is easily applied by 
wiping, brushing or spraying.1 
 
This product should be evaluated as a dilute solution under production conditions if 
possible. A good starting point is a 1% solution. Tests can then be run at higher and lower 
concentrations to ascertain which is best. 
 
Breaking in the surface of new or freshly cleaned molds is best done by applying a light coat 
of undiluted fluid and running through one or two heat cycles with no rubber or plastic 
present. After excess fluid is wiped from the surface, the mold is ready for use. 
 
For applications where a water emulsion of XIAMETER™ OFX-0203 Fluid is preferable to 
an organic solvent solution, DOWSIL™ 2418 Release Emulsion is available. 
 
1Flamability and toxicity should be important considerations in the choice of the solvent. Always provide adequate ventilation. 
Follow precautions on solvent container label. 
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How to Use (Cont.) Surface Preparation 
In all cases, surfaces that are to be finished should be free of dirt, oil and grease. To obtain 
optimum coverage, adhesion and appearance, follow the recommended chemical or 
physical surface preparation before applying various finishes. 
 
Release coatings made with XIAMETER™ OFX-0203 Fluid show good compatibility with 
many enamels and lacquers. 
 
In tests, paints have been successfully applied directly over a light smear of XIAMETER™ 
OFX-0203 Fluid. These tests deliberately skipped cleaning the smeared surface before 
painting. The success of these tests, however, should not encourage users to discontinue 
standard procedures prior to painting. (Ref. report no. 1966-I0030-2924 and 1967-I0245-2). 
 
The success of these tests should not encourage users to discontinue standard cleaning 
procedures prior to painting. 
 
For applications where a water emulsion is preferred, use of DOWSIL™ 2418 Release 
Emulsion are recommended. These emulsions are described in separate information 
sheets. 
 
The chemical or physical surface preparation recommended before applying various 
finishes should be followed to obtain optimum coverage, adhesion and appearance. 
 

Handling 
Precautions 

PRODUCT SAFETY INFORMATION REQUIRED FOR SAFE USE IS NOT INCLUDED IN 
THIS DOCUMENT. BEFORE HANDLING, READ PRODUCT AND SAFETY DATA SHEETS 
AND CONTAINER LABELS FOR SAFE USE, PHYSICAL AND HEALTH HAZARD 
INFORMATION. THE SAFETY DATA SHEET IS AVAILABLE ON THE DOW WEBSITE AT 
DOW.COM, OR FROM YOUR DOW SALES APPLICATION ENGINEER, OR 
DISTRIBUTOR, OR BY CALLING DOW CUSTOMER SERVICE. 
 
XIAMETER™ OFX-0203 Fluid will freeze, so adequate precautions should be taken. 
 

Usable Life and 
Storage 
 

Product should be stored at or below 25°C/77°F in original, unopened containers. 
 

Limitations This product is neither tested nor represented as suitable for medical or pharmaceutical 
uses. 
 
Not intended for human injection. Not intended for food use. 
 

Shipping 
Limitations 
 

None. 

Health and 
Environmental 
Information 

To support customers in their product safety needs, Dow has an extensive Product 
Stewardship organization and a team of product safety and regulatory compliance 
specialists available in each area. 
 
For further information, please see our website, dow.com or consult your local Dow 
representative. 
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Disposal 
Considerations 
 

Dispose in accordance with all local, state (provincial) and federal regulations. Empty 
containers may contain hazardous residues. This material and its container must be 
disposed in a safe and legal manner. 
 
It is the user’s responsibility to verify that treatment and disposal procedures comply with 
local, state (provincial) and federal regulations. Contact your Dow Technical Representative 
for more information. 
 

Product 
Stewardship 
 

Dow has a fundamental concern for all who make, distribute, and use its products, and for 
the environment in which we live. This concern is the basis for our product stewardship 
philosophy by which we assess the safety, health, and environmental information on our 
products and then take appropriate steps to protect employee and public health and our 
environment. The success of our product stewardship program rests with each and every 
individual involved with Dow products - from the initial concept and research, to manufacture, 
use, sale, disposal, and recycle of each product. 
 

Customer Notice 
 

Dow strongly encourages its customers to review both their manufacturing processes and 
their applications of Dow products from the standpoint of human health and environmental 
quality to ensure that Dow products are not used in ways for which they are not intended or 
tested. Dow personnel are available to answer your questions and to provide reasonable 
technical support. Dow product literature, including safety data sheets, should be consulted 
prior to use of Dow products. Current safety data sheets are available from Dow. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
dow.com NOTICE: No freedom from infringement of any patent owned by Dow or others is to be inferred. Because use conditions and 

applicable laws may differ from one location to another and may change with time, Customer is responsible for determining 
whether products and the information in this document are appropriate for Customer's use and for ensuring that Customer's 
workplace and disposal practices are in compliance with applicable laws and other government enactments. The product shown 
in this literature may not be available for sale and/or available in all geographies where Dow is represented. The claims made 
may not have been approved for use in all countries. Dow assumes no obligation or liability for the information in this document. 
References to "Dow" or the "Company" mean the Dow legal entity selling the products to Customer unless otherwise expressly 
noted. NO WARRANTIES ARE GIVEN; ALL IMPLIED WARRANTIES OF MERCHANTABILITY OR FITNESS FOR A 
PARTICULAR PURPOSE ARE EXPRESSLY EXCLUDED. 
 

 


